
 

 
3304NA / M302-3 

 
 
Engine 
Caterpillar 3304BNA 
S/N: A4E00361 
A/N: 329-9618 
 
 
Compressor 
GE M302 
S/N: HSR-009194 
Rod Load: 12,000# 
 
 
Cylinders 
6.5” M-DA (S/N: 107099-1-5) 500# has VVCP 
4” M-HE (S/N: 104438-1-19) 1250# has VVCP 
2.5” M-CE (S/N: 821580-003) 2500# 
 
 
Cooler 
AXH air-cooler Model 36VVF (S/N: 159020A) 
 

EJW TAW IC #1 IC #2 AC 

NA NA 500# 1287# 1500# 

 
 
Miscellaneous 
Murphy TTD control panel 
Murphy TDXM scanner 
Murphy EICS controls with muffler and catalyst 
24V electric starter 
 
 
Notes 
This unit was packaged by Dragon Products in 2015. This is a good field-run unit that is ready to work 
with minor repairs and a regular service. The engine has Murphy EICS, integrated cd ignition, air/fuel 
controller, and electronic governing speed control. Critical grade exhaust silencer with 30 to 38 dba noise 
reduction and Murphy emissions kit with precious metals catalyst. Type K thermocouples to monitor 
catalyst inlet and outlet temperatures and two exhaust outlet test ports. 
 
Weight: 15,100# 
Dimensions: 14’-5” L x 8-1.5” W x 7’-5.625” H 


